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DEFINITIONS

BASIS OF ACCEPTANCE:

Acceptance Sampling and Testing:  Sampling and testing of a material to determine compliance w ith

specifica tion require men ts prior to inco rporation  into the pro ject.

Tested Stock: Special case of acceptance testing where a defined quantity (batch, lot, tank, etc.) of

material at the manufacturer or distributor is tested and approved in a prescribed manner.  This material

may then be shipped to any MDOT project until approved quantity is depleted.

Certification: Doc um enta tion w hich  mu st ac com pany ma terial to  the jo bsite .  App lies on ly to materials

which have a proven track record of meeting physical and chemical specification requirements; and the

company has met the requirements of a appro ved m anufac turer/sup plier.  Types of Certification vary with

different materials and are explained on the next page.

Qualified Produc t: Generally products which often contain proprietary elements.  Products are tested

and/or evaluated by C&T  and fou nd to m eet perfo rma nce or o ther spe cification req uirem ents annu ally.

A Qualified Products List (QPL) of these products is maintained in the Materials Source Guide.

VI (Visual Inspection): Some materials may be visually inspected by MDOT personnel for acceptance or

rejection, u p to m axim um V I quantities a s indicated  for that m aterial, per item , per proje ct.

(NOTE: All materials should be visually inspected prior to incorpor ation into the  job withou t quantity  limit,

and m ay be rejec ted on tha t basis eve n though  mate rial may be  accep table on a nother b asis.)

SAMPLING FREQUENCY: ( If Required )

Amount of material or num ber o f item s wh ich re quire  a sam ple when submitting material to C&T

for testing.

SIZE OF SAMPLE:

Minimum size of sample required for testing.

MAX IMU M F OR V I:

Maximum  amount of material which can be accepted by visual inspection for each material, per

item, pe r project.

REMARKS:

Special notes pertaining to individual materials.

SPECIAL INSTRUCTIONS:

More detailed information pertaining to particular types of materials, and referenced in 

"Remarks" or listed in the materials sampling guide 
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Certification Documentation

W here more than one p iece  of pa per is  included in the certification document, all pages must be

numbered (      of      ) and include Contract I.D. in order to re unite them should they become

separated.

Upon delivery to a supplier, all certified material, either bundled or palleted, shall be stenciled,

stamped or otherw ise identified a s per AS TM, A ASHT O, or M DOT  specifica tion to allow the

manufacturer’s  material to be recognized and checked against the manufacturers certification

documentation 

All General Certification docume nts must cons ist of all of the following:

A list of a ll applic able specifications (ASTM, AASHTO, MDOT or other

designa tions as a ppropria te) which  the m aterial is certified  to me et.

Any applicable specification modifier such as class, grade, type, etc.

A statement, signed by a responsible representative of the manufacturer or

supplier, that the material represented by the certification meets all MDOT listed

specification requirements.

If material is certified by an Approved supplier, the manufacturer's name must

be included on the certification.

Contract num ber (Control Section/Project Num ber).

Date of  shipm ent.

Name  of Contractor.

Name  of material (MDO T designation).

Identification  mark ings on s hipm ent as re quired by S ection  3.2

Quantity of material represented by the certification.

Test Data Certification - W hen  this certific ation  is spe cified  as the bas is of a cceptan ce in  the

Materials  Table, in addition to the requirements of a General Certification, the following

information must also be included:

Laboratory test report(s) for samples obtained from the lot(s) of material

represented by the certification and tested according to applicable specifications.

Certifications Distribution

Certification documents must be distributed as follows:

Two copies must accompany the shipment, one for Contractors files and one for

the Project Engineer s off ice. T he co ntrac tor is u ltima tely res ponsible f or all

materials documentation to the Project Engineers office.

Plus one copy must be mailed or faxed on date of shipment, to:

Mailing address;

Michigan Department of Transportation

Construction and Technology Division

Materials Control

P. O. Box 30049

Lansing, Michigan  48909

Fascimile: (517) 322-5664


